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Environmental Protection Agency § 86.088–2 

§ 86.085–20 Incomplete vehicles, classi-
fication. 

For purposes of this part: 
(a) A heavy-duty gasoline-fueled ve-

hicle is considered to be a complete ve-
hicle if it has the primary load car-
rying device or container attached at 
the time the vehicle leaves the control 
of the manufacturer of the engine, and 
is considered to be an incomplete vehi-
cle if it does not. 

(b) For all other heavy-duty vehicles, 
a vehicle that has the primary load 
carrying device or container attached 
at the time the vehicle is introduced 
into U.S. commerce is considered to be 
a complete vehicle. Vehicles not con-
sidered to be complete vehicles are in-
complete vehicles. For purposes of de-
termining when a vehicle is introduced 
into U.S. commerce, an assembly of 
motor vehicle parts is deemed to be a 
vehicle if either of the following ap-
plies: 

(1) A piece of equipment that is in-
tended for self-propelled use on high-
ways becomes a vehicle when it in-
cludes at least an engine, a trans-
mission, and a frame. (Note: For pur-
poses of this definition, any electrical, 
mechanical, and/or hydraulic devices 
attached to engines for the purpose of 
powering wheels are considered to be 
transmissions.) 

(2) A piece of equipment that is in-
tended for self-propelled use on high-
ways becomes a vehicle when it in-
cludes a passenger compartment at-
tached to a frame with axles. 

[79 FR 23690, Apr. 28, 2014] 

§ 86.085–37 Production vehicles and 
engines. 

(a) Any manufacturer obtaining cer-
tification under this part shall supply 
to the Administrator, upon request, a 
reasonable number of production vehi-
cles (or engines) selected by the Ad-
ministrator which are representative of 
the engines, emission control systems, 
fuel systems, and transmission offered 
and typical of production models avail-
able for sale under the certificate. 

These vehicles (or engines) shall be 
supplied for testing at such time and 
place and for such reasonable periods 
as the Administrator may require. 
Heavy-duty engines supplied under this 
paragraph may be required to be 
mounted in chassis and appropriately 
equipped for operation on a chassis dy-
namometer. 

(b) [Reserved] 
(c) Any heavy-duty engine or gaso-

line-fueled heavy-duty vehicle manu-
facturer obtaining certification under 
this part shall notify the Adminis-
trator, on a yearly basis, of the number 
of engines or vehicles of such engine 
family-evaporative emission family-en-
gine displacement-exhaust emission 
control system-fuel system combina-
tion produced for sale in the United 
States during the preceding year. 

(d) The following definitions apply to 
this section: 

(1) Model type means a unique com-
bination of car line, basic engine, and 
transmission class. 

(2) Base level means a unique com-
bination of basic engine, inertia 
weight, and transmission class. 

(3) Vehicle configuration means a 
unique combination of basic engine, 
engine code, inertia weight, trans-
mission configuration, and axle ratio 
within a base level. 

[48 FR 1455, Jan. 12, 1983, as amended at 59 
FR 50073, Sept. 30, 1994; 62 FR 31233, June 6, 
1997; 79 FR 23690, Apr. 28, 2014] 

§ 86.088–2 Definitions. 
The definitions in § 86.085–2 remain ef-

fective. The definitions in this section 
apply beginning with the 1988 model 
year. 

Composite NOX standard, for a manu-
facturer which elects to average light- 
duty trucks subject to the NOX stand-
ard of § 86.088–9(a)(iii)(A) together with 
those subject to the NOX standard of 
§ 86.088–9(a)(iii)(B) in the light-duty 
truck NOX averaging program, means 
that standard calculated according to 
the following equation and rounded to 
the nearest one-tenth gram per mile: 
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Where: 

PRODA = The manufacturer’s total light- 
duty truck production for those engine 
families subject to the standard of 
§ 86.088–9(a)(iii)(A) and included in the av-
erage for a given model year, 

STDA = The NOX standard of § 86.088– 
9(a)(iii)(A), 

PRODB = The manufacturer’s total light- 
duty truck production for those engine 
families subject to the standard of 
§ 86.088–9(a)(iii)(B) and included in the av-
erage for a given model year, and 

STDB = The NOX standard of § 86.088– 
9(a)(iii)(B). 

Critical emission-related components 
are those components which are de-
signed primarily for emission control, 
or whose failure may result in a signifi-
cant increase in emissions accom-
panied by no significant impairment 
(or perhaps even an improvement) in 
performance, driveability, and/or fuel 
economy as determined by the Admin-
istrator. 

Critical emission-related maintenance 
means that maintenance to be per-
formed on critical emission-related 
components. 

Emission-related maintenance means 
that maintenance which does substan-
tially affect emissions or which is like-
ly to affect the emissions deterioration 
of the vehicle or engine during normal 
in-use operation, even if the mainte-
nance is performed at some time other 
than that which is recommended. 

Family NOX emission limit means the 
NOX emission level to which an engine 
family is certified in the light-duty 
truck NOX averaging program, ex-
pressed to one-tenth of a gram per mile 
accuracy. 

Non-emission-related maintenance 
means that maintenance which does 
not substantially affect emissions and 
which does not have a lasting effect on 
the emissions deterioration of the vehi-
cle or engine during normal in-use op-
eration once the maintenance is per-
formed. 

Production-weighted NOX average 
means the manufacturer’s production- 

weighted average NOX emission level, 
for certification purposes, of all of its 
light-duty truck engine families in-
cluded in the NOX averaging program. 
It is calculated at the end of the model 
year by multiplying each family NOX 
emission limit by its respective pro-
duction, summing those terms, and di-
viding the sum by the total production 
of the effected families. Those vehicles 
produced for sale in California or at 
high altitude shall each be averaged 
separately from those produced for sale 
in any other area. 

Production-weighted particulate aver-
age means the manufacturer’s produc-
tion-weighted average particulate 
emission level, for certification pur-
poses, of all of its diesel engine fami-
lies included in the particulate aver-
aging program. It is calculated at the 
end of the model year by multiplying 
each family particulate emission limit 
by its respective production, summing 
those terms, and dividing the sum by 
the total production of the effected 
families. Those vehicles produced for 
sale in California or at high altitude 
shall each be averaged separately from 
those produced for sale in any other 
area. 

(Secs. 202, 203, 206, 207, 208, 301a, Clean Air 
Act, as amended; 42 U.S.C. 7521, 7522, 7525, 
7541, 7542, 7601a) 

[50 FR 10648, Mar. 15, 1985] 

§ 86.090–2 Definitions. 
The definitions in § 86.088–2 remain ef-

fective. The definitions in this section 
apply beginning with the 1990 model 
year. 

Averaging for heavy-duty engines 
means the exchange of NOX and partic-
ulate emission credits among engine 
families within a given manufacturer’s 
product line. 

Averaging set means a subcategory of 
heavy-duty engines within which en-
gine families can average and trade 
emission credits with one other. 

Banking means the retention of 
heavy-duty engine NOX and particulate 
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